
LED Light Strand Christmas Tree Setup Instructions

As illustrated in Fig. 1
Step 1
Place the sectional base ring at a desired location.

Step 2
Unfold the base center.

Step 3
1. Connect the sectional base ring.
2. Secure the base center to the base ring 
    with the hex screws (included).

Step 4
Secure the light kit top onto the top section of 
the pole with the 8” top star. The top section is 
the one that is threaded to receive the screw. 
Note: 1. The flat side of the light kit top is the 

bottom. 2. To avoid breaking the star you must 

screw the star in by turning the “STEM” only, 

not the star.

Step 5
Connect the pole sections by snapping in each 
other and secure the pole in the base center.

Step 6
Clip the light strands onto the base.

Step 7
Secure the base with the four stakes (included) 
for outdoor use. For additional stability you 
may place sand bags (not included) on the base 
to further secure the tree when needed.

Step 8
Connect the power cord to the included power 
transformer, then connect the transformer to a 
power outlet. The power transformer should be 
off the ground to avoid being covered by snow, 
ice or water.
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Operational Instructions

Set flashing modes. As shown in Fig. 2, there are 8 modes to choose from, including steady lights or various 
flashing selections. #8 is a rotation of #1 through #7. Point the remote controller to the sensor (as shown 
in Fig. 2a) atop the tree light kit and press the number to select your desired mode and enjoy the lights. 
Note: This tree light kit uses an infrared remote system. The remote unit must be pointed to the sensor 

without being blocked by a wall, glass or other obstacles. It has a limited distance of 30 ft. between the 

remote unit and the sensor.

Important

DO NOT let the power transformer submerge or soak in water. Do not use any other transformers rather than the 
one included with this product. Improper use of transformer may damage both the product and the transformer, 
and may cause the risk of fire. Connect the power cord to the transformer, and then connect the transformer to a 
power outlet.

Attention:

It is normal that the power transformer turns warm when it is working.

Power Transformer:

Input: 120VAC 60Hz
Output: 24VAC 1000mA
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Maintain and Care for the LED Light Strand Christmas Tree

You should maintain and care for the tree light kit in the following areas before storage.
1. Clean and wipe all the metal parts. Use rust removal product (not included) such as WD-40 to clean any rusty 
    spots if there is any when powder coating is damaged. (Note: Follow the rust removal product instructions 
    when using it.)
2. Repaint any spots where the paint on the metal part is damaged. (Note: Paint not included)
3. Clean and wipe the light strands and all other parts. (Important: DO NOT let any part of this product submerge 
    or soak in water.)
4. Be sure all parts are dry before storage.

Test The Lights Before Putting Them On The Pole

Find the power cord of the light kit and connect 
it to the power transformer, then connect the 
transformer to a power outlet. After you test the 
lights, disconnect the transformer from the power 
outlet.

Trouble-shooting

Problem

There are some lights of the tree kit that do not turn on.
Cause

The clear light cap is loose.
Solution

The clear light cap is designed to secure the LED bulb in place to connect with the wires. 
Tighten the clear light cap by turning it clockwise. Note: If one of the lights on a strand 
has lost contact with the wire, the rest of the lights of that strand will not turn on either. 
Once the loose cap is identified and tightened, all the lights of that strand will turn on.

Clear light cap
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Press to power on/off
the lights

Remote controller

Remove the battery 
tab to activate the 
remote controller

Note: 
Follow the instructions on the back of the remote unit 
for battery replacement. Battery type: CR2025

Remote 
sensor

Point this end 
to the sensor

Fig. 2a

Note: Be sure the sensor faces out as shown in Fig. 2a 

to receive the remote control signal. Adjust the sensor 

unit if needed. 

Product Warranty

Uncommon USA, Inc. offers a limited 90 day warranty against manufacturer defect(s) from the date of purchase 
when this product is employed as stated in this instruction manual.
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How to Replace a LED Bulb

First disconnect the power cord, then 
follow step 1 - 4 as illustrated in Fig. 3 
to replace a LED bulb of this tree light kit.

   
Step 1
Turn the lens 
counterclockwise 
to open

Step 2
Pull the LED
bulb out of the
base

Step 3
Place a new LED
bulb in the base

Step 4
Turn the lens 
clockwise to 
close and secure

Note: If the new LED bulb does not work,

you need to pull it out, and place it in the 

base again in the reverse contacts.
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